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BIORIPHASO /TF series

High-voltage capacitors for power factor correction
with an all-film dielectric and very low losses.

CAPACITORS IMPREGNATED
WITH BIOIL, A BIODEGRADABLE
FLUID THAT DOES NOT CONTAIN
CHLORINATED SUBSTANCES

OR PRESENTS ANY ECOLOGICAL
PROBLEMS

GENERAL CHARACTERISTICS

The Bionphaso/TF serics consists of o complete rnge ol capaci-
tars for the solution of all medivoe and high-voluage power factor
correction problems; Capacitovs'in the Bioriphoso/TF serics are
designed wnd built in accordance with the mest advanced techna-
logy. whick gives them long lite and hagh reliability,

Conformily te standards
All stndand Bioriphase/TF capacitors fully comply with the fol-
lowing specilications:

[EC871-1-2

MNEMA CP
Bioriphase/TTF capacitors can therelore be supplied for any
working and environmental conditions prescribed inthe above
sbanbirds
fapecatied in the werms and conditions of supply, Bioriphaso/TH
capacitors gan be tested 1 the specifications of any other stundirds
requered by the cusiomer

Classification of models

The various models are classified under the name Bionphaso/TE
followed by the rated swput expressed m kvarand the rated volta-
se wapressed in BN I the capacitor has one msulaled terminal and

coe lerninal Connected o the howsing, the lener “E™ is added to the
classilicatiom,

Phus, For example, the capacitor with swo insulated terninals
Mavirng o rated outputof 2000 kv and o mted voltsge of 12700 V.
The capaciior *Bloriphaso/ T2 2075 has the <ame output and
vl iy

as e previous model, bt one termimal s mnsubated and the
other 15 connected o the howsig:

NAME-PLATE DATA

Rated voleage

Brophaso TF capacitors can be supplied with any mied voltage
required. by the customer. All Bioriphaso TF capacitors will stand
upr e Jeng periods i service a1 a voltage of up o 1 10% of the rated
value,

Rated output

b unit sated output range of Bloriphaso/TF capacitars is from 50
o 300 kvar All Bionphaso! TF capacitors can operate [or long
perieds at an oulput of up to [35% of the rated value.

Rated frequency

Bioriphase TF capacitors can be designed for a rated frequency of
St or 60 He

Special models for applications involving preater electrical or
thermal stresses than those previded for by standards, capacitors of
special dimensions can be designed and built. Ia particular, the
capacitors can: be supplied with a three-phase miernal connection
and three insulators througheut the normal power range laid down

MANUFACTURING CHARACTERISTICS

The diglectric
e dielectric consists of lavers of best-quality hagy polvpropylene
film.

Ihe impregnant

Ihie diglectric Tuid used for impregnating eapacitors s ealled
BIOIL, and consasts ol iso-propylhyphenyl, plus stabilizing ingre-
dients that keep the chemical and physical charactenstics virually
unchanged over a period of fime,

Experumentz]l study of these impregnants began in 1970 with the
object of finding a substinne for PCB. Tests conducted by standard
methods showed that BIOTL i 60% biodegraded in 24 hours, and
L% a0 less than 7 days, It acute toxicity s lower than thae of
cooking salt. BIOIL contains no chlorine derivatives which means
that it can be destroved in normal incinerators.




The housing

The howsing of Blonphaso TF capacitors is made of stainless steel
sheeting, welded together without the further addition of metal.
This housing ensures that the dielectre will be well preserved and
net deteriorate through pollution over a period of time.

The housing 15 protected by synthetie paint, siitable. for outdoor
use, with high mechanical resistance and good resistance 10 pollu-
tien, indusirial fumes, and salt fog. The Blue-grey colour of the
paint makes for efficient heat transmission,

Bushings

The bushings: are made of brown porcelam, Before mounting; all
Bushimgs are tested for mechanical strength, The bushings of stan-
dars mddels are suitable for instailaton in an envirenment with a
modlerate depree of fog and indostial fumes. For exceptionally
polluted or-salt environments, special bushmgs are used,
Bioriphase TF capacvitors are supplied either with bodh terminals
arsulated, or with-one terminal insulated sl the other connected to
the honsing, The two ditferent types do not alleet the dimensions
ol the housing, given the same rated output and voltags

ELECTRICAL CHARACTERISTICS

Losses
The divlectriv losses for Bioriphaso TF capacitors; messured al
ambient femperature, are below 01 Wokvar,

Discharge resistors

Bioriphase TE capacitors have a series of discharge resistors con-
nected miermally between the termimls, The resistors reduce the
residual voltage t below 75 % within 10 mimules disconnecting the
capacitar [rem the cirouit,

Partial discharges due to overvoltapes

andl at different temperatures

Partial discharge measurements are condigtied al repufar imervals
i he laboralory on Biorphaso/TF capacitors, The measurements
are periormicd dunng the application of avervollage eveles ag diffe-
FEnL peraling Wmperatures.

The performance of Bioriphaso!TF capeitors during the partial
thischarze wst s excetient,

PROTECTIONS

Bank are normally supplied either with a capaciior protection bascd
vn unbalance between neutrals or with a capaciior protection by
voltage based on unbalance between phiases, depending on the total
porwer of thee banks. Both protection systems provide Tor an initial
alarm stage for small voltage unbalonces and 2 subsequent stage at
which the bank s disconnected in the event of major voltage unba-
hmces

SICAR

SPECIAL PLANTS

EAR s technical department can be called vpon o desizn comple-
te, special plant, such a3 equipment for filtering harmonies, modu-
lar banks with automatic switch-on, ete.

Lipon request, speentlized stafl will come and take measorements
of plant betore desipning the equipment.

ICAR mamufactures [lered capacitor bank of both types “detuned”
and “tuned”, In this last case often the bank consists of several [l
ek il cach one tuned onthe frequency of the harmonie should
b filrered.

Some exdrmples GF installation are shown in these phomogeaps.,
[CAR alse manufctures so call “mixed” power factor correetion
plant where there 15 both & medium voltage side (penerally fixed)
and a low voltage side where generally several steps are automi-
cally switched on and off for a better compensation.




SICAR

DIMENSIONS AND WEIGHTS
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SPECIAL EXECUTIONS

Also Bioriphaso/ AT belong to Bioriphaso sertes, Stindard range is
from 0.1 gk to | pl voltage upto 24 000 .

Standard of reference-are CEI 33-2and [EC-358:

Phese capaciiors are used for overvoltage protection of big eleciric
machinary, such as transformers and generators and are connected
setw een ench phase and the pround

Bioriphasao AT are available in two executions

- e termnanal insulied and the other connected 1o the case;

- ot termimal insufated and the other with reduced insulstian o
ailonw earthing through o suitable dumping resistor,

Phowgtaph berebelow shows o Bionphaso bank 17 55,900 kvar
00 Y - 30He,
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Single Phase Bloriphaso capacitors are manufactured i the range

from 50 kvar {fig. 1) to 500 kvar (g, 2) and volinge up 1o 334,73

kWY

I the TP 53 verseon the capacitar and/or the banks are cquipped

with:

- metal enclosurg to protect capacitor terminals with remevable
cover for casier connection;

- hrass made cable gland for income cable from the botton

- frame for foor-Nxing complete with lifling eyes;

- outdoor installation;

- pther characteristics available an regquest,




POSITION WHEN FITTED AND MODULAR FRAMES

Bronphosw TE Capacitors can e Gted in the vertlenl pomsition, o else in the hon

somtal posttion. standing o the narrow side of the howsing.

The expulsion fuse sosupplicd on regquest In fiting capacitor banks, the distan

s hetween the vanows units st be suclh as oo allow the-ar 1o circulse froely
Ferr wrastural eoolme. A minimoam distance of 30 mn s advised.

Clamacitors can be supplied alresdy mounted on muodular Fames, ready for instal-
fing in service. The Trmes consist of o galvanized metl sirocture, on which the
capacitiors apd thesr respective expulsion fuses are 1xed,

Stunelurd medulir Trames are suitabde gither for vertical or horizontal fiting of
the eapagitors







